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UNITED STATES PATENT AND TRADEMARK OFFICE 

PATENT NO-: 7,726,354 
DATED: June 24, 1010 

INVENTORY): Haimi Shlomo 

It is certified that error appears in the above-identified patent and that said Letters 
Patent is hereby corrected as shown below: 



Column 12 

Claim 6, line 56 should be corrected as follows: 
change 

"The lid assembly of claim 2, farther including a pressure differential indicator." 
to 

"The lid assembly of claim 1, further including a pressure differential indicator." 
Column 13 

Claim 9, line 6 should be corrected as follows: 
change 

"The lid assembly of claim 2, wherein said pump configuration includes at least one one-way 

inlet valve and at least one one-way outlet valve," 

to 

"The lid assembly of claim 1 , wherein said pump configuration includes at least one one-way 
inlet valve and at least one one-way outlet valve. r 

Column 14 

Claim 1 1, line 1 should be corrected as follows: 
change 

"The lid assembly of claim 2, wherein said pump 
pump such that a resultant pressure differential is 
atmospheric." 
to 

"The lid assembly of claim 1 „ wherein said pump 
pump such that a resultant pressure differential is 
atmospheric." 



configuration is configured as a vacuum 
such that an interior pressure is lower than 

configuration is configured as a vacuum 
such that an interior pressure is lower than 
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